
hang it on the wall with just one screw! 
  

             
  
  

  
  
SA208 gives new possibilities of good sound. Place it on the wall with just one screw or let it hang down 
from the ceiling. It can hardly be easier. 
  
  
Traditional loudspeakers often take up too much room when you want good sound in a small living room. 
SA208 can be placed completely flat on the wall with one single screw making it possible to arrange a home 
theatre system with five loudspeakers hanging on the wall or from the ceiling with the CB1. Also available 
as centre channel speaker under the name of SA208AV. 

 
 
 
 
  

  
 
 
 
 
 
 

 
SA208 is magnetically shielded so that it can be placed near a TV. It is also available as centre channel speaker under the name of SA208AV 

    
placement 
  
· on the wall with one screw  
· on the wall with the WB1 bracket  
· from the ceiling with the CB1 bracket  
  
  
application of SA208 
  
· for all kinds of music  
· as front speaker in a home theatre system  
· as centre channel speaker in a home theatre (under the name of SA208AV)  
· as rear speaker in a home theatre system  
technical description 
  
· Extremely fast drive units with lightweight membranes  
· Magnetically shielded  
· 2-way design  
· Mechanically stable cabinet construction 
  
  



technical specifications 
  
Power handling: 90 Watt  
Impedance: 4 Ohm (easy load)  
Frequency response (+/- 3 dB): 50-35.000 Hz  
Sensitivity (1W, 1m): 89 dB  
Crossover frequency: 3000 Hz (24 dB/oct. Linkwitz/Riley)  
Dimensions (WxHxD) cm: 33.2x27x11.2  
Woofer: System Audio W1404AV  
Tweeter: System Audio T2504AV  
Finish: Beech, Cherry, Grey or Black Ash 
  
  

 
  
  
  
 
  

  
  
 
 
 
 
  

                                                                                                                                                     SA208 with the ceiling bracket CB1. 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

t can hardly be easier. SA208 with the CB1 bracket 

   


